From Non-edible Biomass to Performance Thermoplastics with Sustainable End-of-life

Lorenz P. Manker and Jeremy S. Luterbacher*

*Correspondence: Prof. J. S. Luterbacher
E-mail: jeremy.luterbacher@epfl.ch
Laboratory of Sustainable and Catalytic Processing (LPDC), Institute of Chemical Sciences and Engineering (ISIC), School of Basic Sciences (SB), EPFL, Lausanne.

Keywords: Bioplastic · Chemical Recycling · Degradable · Lignocellulose · Sustainable

In order for renewable and sustainable plastics to comprise more than the current ~1% of the global plastics market, they need to either be produced at very low cost (competitive with fossil-based materials), or they need to be performance-advantaged[1] to make the extra cost worthwhile. Currently, the majority of bioplastics are produced from purified sugars derived from edible starches, which are relatively expensive feedstocks for production of high-volume, commodity plastics. Lignocellulosic biomass on the other hand is a far cheaper, more abundant, and sustainable feedstock but comes at the large tradeoff of increased process complexity due to its heterogeneous and recalcitrant nature. Therefore, lignocellulosic plastics can likely only be realized if we can design strategic (bio)chemical processes to handle this complexity and convert solid, non-edible biomass into plastic precursors with high yield and efficiency at scale. Implementation would be further eased if the resulting materials are performance plastics.

In our recent work,[2] we developed a rigid, tricyclic diester directly from the hemicellulosic fraction of non-edible biomass in high yield, while also valorizing the remaining fractions of the biomass (the cellulose and lignin) (Fig. 1). We were able to incorporate ~25% of the mass of raw corn cobs into this diester precursor. This was enabled by strategic trapping of the cyclic sugar structure of xylose within the plastic precursor, which led to its remarkably simple production from biomass with high atomic efficiency (97%). By technoeconomic analysis, we projected the cost of the monomer to be cheaper than polymerization grade lactic acid and almost cost-competitive with purified terephthalic acid, that is currently produced from fossil-fuels. However, its production from CO₂ is already being demonstrated at pilot scale. Notably, these materials were highly susceptible to ester hydrolysis. This enabled high-yield chemical recycling from mixed-plastic waste streams by methanolysis with very mild reaction conditions (64 °C, 1 atm, 25 mM H₂SO₄). Their structure also enabled the degradation of these plastics (0.5 mm thick films) in room-temperature water in relatively short time-frames (on the order of ~6 months to years). The thermomechanical properties of these films remained intact for at least 80 days before they began to solubilize. This hydrolysis rate could be tuned by varying the stereochemistry of the diester monomer, by varying the diol co-monomer used, and potentially by additive engineering.[3]

Here we have found a material that combines both performance properties and a (tunable) degradable nature and that can be produced at low projected costs from highly abundant, non-edible biomass with highly valorizable co-products. The main drawback is that the production relies on an external reagent, glyoxylic acid, that is currently produced from fossil-fuels. However, its production from CO₂ is already being demonstrated at pilot scale. If this green reagent can be produced cheaply, this material could be entirely produced from non-edible biomass and carbon dioxide, with potential routes for a sustainable end-of-life by chemical recycling or hydrolysis.

Received: August 24, 2022